
2008+ Tahoe Dashmount

Installation Instructions



Step 1:
Remove dash trim

Starting on the passenger side of the dashboard, 
carefully remove the plastic trim panel. Note that 
the panel starts just to the left of the passenger 
window vent, includes the two centre vent 
housings, and continues to the gauge cluster. 

Once the trim panel has been removed, 
the vent housings may now be detached 
from it. Simply release six clips holding 
each housing to the trim panel.



Step 2:
Install Interior Brackets

Lƴǎǘŀƭƭ ǘƘŜ άǎŀƴŘǿƛŎƘ ǇƭŀǘŜέ ŀǎǎŜƳōƭȅ 
into the cavity left vacant by the vent 
housings. Leave the three nuts loose 
to aid in positioning the unit into 
place.

This plate will clamp onto 
the dash support.

The bottom plate 
will slide underneath 
the dash support.



!ƴƎƭŜ ǘƘŜ άǎŀƴŘǿƛŎƘ ǇƭŀǘŜέ ƛƴǘƻ 
position so that the top portion sits 
on top of the dash support, and the 
bottom plate sits underneath.

{ƭƛŘŜ ǘƘŜ άǎŀƴŘǿƛŎƘ ǇƭŀǘŜέ ŀǎǎŜƳōƭȅ 
towards you (away from the 
windshield), and tighten the three 
7/16ths nuts.  The plate should now be 
sitting flat, secure, and parallel with the 
vent ducts.

Note: Consider running any wiring that may 

be needed before proceeding.


